
 
        

Neuthane 802AWB (3 Component Series) 
MDI – Ester Quasi Systems (35 - 55 Shore A) 

 

Hardness Shore A 35 40 45 50 55 
Neuthane 802 ISOB 100 100 100 100 100 

Neuthane 802P\AWB 485 485 485 485 485 

Neuthane Plast B 

by weight 
 

245.7 187.2 131.6 55.6 0 
N ISOB Temperature 
N  802P\AWB Temperature 
Neuthane Plast B Temperature 

°C 
45 
55 
45 

45 
55 
45 

45 
55 
45 

45 
55 
45 

45 
55 
45 

Recommended Mould Temperature °C 100 100 100 100 90 

Pot life (on a 500g mix) minutes 8 8 7 6 6 

Recommended Cure Temperature °C 70 70 70 70 70 

Recommended Cure Time hrs 16 16 16 16 16 
 

300% Modulus ISO 37 lb/in² 
(Mpa) - - - 290 

(2.0) 
320 
(2.2) 

Tensile 
Strength ISO 37 lb/in² 

(Mpa) - - - 2200 
(15.2) 

2600 
(17.9) 

Elongation ISO 37 % - - - 750 700 

Tear Strength ISO 34-1 lb/in 
(KN/m) - - - 185 

(32.5) 
195 

(34.1) 
Compression 
Set ISO 815 % - - - 23 23 

Abrasion Loss DIN 53516 mm3 - - - 41 38 

Resilience ASTM D 2632-92 % 56 58 58 58 58 

Specific Gravity  g/cm3 1.21 1.21 1.21 1.21 1.21 
 
 

  
 


